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resistance requirements - statics tests

Cronus Titan D12 - Titanium Gr2
ZtaBbpog AcwpdAiong Cronus Titan D12 Gr2

[:E technical sheet / Texviké puAradio

EN 959:2018
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5. Rhea Titan D12 | |
64x34.5x38 mm | |

5. Rhea Titan D12
64x34.5x38 mm

255,5 mm

8. Quick link Nut
35x17 mm

Wrench 17 > e 8.Quick link Nut —
% 35x17 mm .
- 2 Wrench 17 i g
= a L)
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6. Quick link 200x45 mm
Weight 140 gr

7.Quick link 150x45mm
Weight 115 gr

/ 9. Ring 60x12 mm
Weight: 64 gr

Total weight / ZuvoAiké Bapog: 430g Q

* i (installation length) = at least twice times (2) of the length of the Body of the rock anchor

EN 959:2018 15kN
UIAA 123 20kN

T kN <«

EN 959:2018 25kN
UIAA 123 25kN
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effective strenght / uéyiotn ¢poption

U0 226kN - [E] 27,4kN [ 58kN

orient the anchor
E in the direction

of the load

installation / Tomo@£Tnon

Wrench tool No 19
Torque = 50Nm

KAel&{ No 19
Pottr) = 50Nm

rock / Bpdxog rope / okowi
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