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SUL D12
Rock Anchor Il D12 — ) é@
M12 x 90mm <> P

weight / Bapog: 164g

resistance requirements - statics tests
TECHNICAL SHEET

Hanger - Stainless Steel AlSI 304
MAakéta AcpdaAiong - Avogeiswto AtodAl AlSI 304

amnaITAOEIG OTATIKAG GOPTIONG

Wrench tool No 19
Torque = 50Nm

KAelSUNo 19
Portry = 50Nm

Wrench tool No 17
Torque = 30Nm

KA\elS{ No 17
Porry = 30Nm

___ EN795:2012 12kN
EN 959:2018 15kN
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< O EN 795:2012 12kN
= X K | ““ EN 959:2018 25kN

P ugp— A kN< B} APPROVED USE/OPOHXPHIH
h effective strength / péyiotn ¢poption

" 25kN =1 30kN
N 27kN 30kN

EN 795:2012
EN 959:2018

certificates
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rock / Bpdyxog

rope / okowi
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SUL D10

Rock Anchor Il D10
M10 x 90mm

weight / Bapog: 123g

dynamic tests - effective strength

duvapikn ¢popTion

EN 795:2012
Deflection of | Displacement
dilr(;?:(t]!on peak(ﬁilgorce ancr}%g?vice of anz:nflgr:)point
9,4 0,0 0,0
8,9 0,0 0,0

for rappeling

BRRREN warniNG/mPOsOXH |

Use Sul & Rock Anchor Il only in case of compact rock (massif stone - granite).
Don't use it on soft rock (sandstone et.c.)

Xpnouoroiore To Sul & To Rock Anchor Il pévo os nepinrwon cupmayn
Bpdyou (aoBsoT6AiBou 1y ypaviTn).

Mnv Ta xpnoipomoisite og JaAako Bpayo (appoAiBou KTA.)
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for top rope use
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